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MIGUMATS 
MIGUA DOOR MATS

Standard Colors

Dark Grey Light grey Red Coconut Dark brown

MIGUMATS 10 HS  
REP CARPET
HEAVY DUTY DOORMAT

MIGUA door mats Height Carpet 
material

Carpet 
carrier

Load bearing 
 capacity static

Load bearing 
 capacity

Slip resistance
DIN 51130

Weight per m²

[mm] [kg]

MIGUMATS 10 HS 
Rep Carpet

10 Rep Aluminium
extra strong

11 t/80 cm² Industrial 
 vehicles

R 11 9,7 (7 mm bar)

Preserves
The value of your interiors by protecting the adjacent floor 
coverings

Prevents
Scratches on hard floor coverings by reducing or eliminating 
sand at the entrance

Improves
The hygienic condition by preventing dirt intake into the 
building

Reduces
The risk of accidents due to high slip resistance properties

Footfall sound insulation
Assures lower noise level

Unique locking systems
For seamless mat alignment

Designed for

 Interior and canopied exterior

 Suitable for wheelchairs

 Trafficable

Suitable for

 Public buildings, Exhibition halls

 Shopping malls

 Office buildings

 Schools, Universities

 Airports

 Stations

 Hospital

 Private homes

Design
• High quality, wear resistant entrance mat
• Rep carpet insert 100% PP
• sound absorbing

Specifications
• rollable mat for easy cleaning and 

maintenance
• customizeable at any time
• special connectors for easy rolling up
• highly slip resistant
• special connectors for replacing single 

parts or two mats
• available with embroidered logos etc.
• angle frames and tubs available in 

aluminium and stainless steel
• modular system available in customized 

shapes
• dirt scraping edges

System Design
 1 Rep carpet
 2 Aluminium profile
 3 MIGUA special connector
 4 Scraping edge

5/7 mm

10 mm

 1  2  4  3 

2 mm


